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Warmington Open Wood Fire
SI 700 Freestanding Square Top Cabinet
Fire, Flue System to Comply with ASNZS 2918:2001
Due to continued product improvement, Warmington Ind LTD reserves the 
right to change product specifications without prior notification.
Read all the Instructions carefully before commencing the Installation. Failure to follow these 
instructions may result in a fire hazard and void the warranty
For Specification See: www.warmington.co.nz
Copyright ©
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Warmington Open Wood Fire
SI 700 Freestanding Square Top Cabinet - Straight Hearth
Fire, Flue System to Comply with ASNZS 2918:2001
Due to continued product improvement, Warmington Ind LTD reserves the right 
to change product specifications without prior notification.
Read all the Instructions carefully before commencing the Installation. Failure to follow these instructions 
may result in a fire hazard and void the warranty
For Specification See: www.warmington.co.nz
Copyright ©

WARMINGTON Ø250
CEILING PLATE

CERAMIC SPACERS
& SCREWS

WARMINGTON
SI 700 FREE STANDING
SQUARE TOP CABINET

ROOF FLASHING SYSTEM TO
COMPLY WITH E2

SEE SPECIFICATION FOR
REQUIRED BRACING / FRAMING FOR

WARMINGTON FREESTANDING FLUEKITS
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Ø200 ADD COWL
CONE & SPIDER

WARMINGTON 
Ø250/300 LINERS

Ø250 COLOURED BAFFLE
OVER Ø200 FLUE

Uses Warmington Ø200/250/300 Flue System
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Warmington Open Wood Fire
SI 700 Freestanding Square Top Cabinet - Corner Hearth
Fire, Flue System to Comply with ASNZS 2918:2001
Due to continued product improvement, Warmington Ind LTD reserves the 
right to change product specifications without prior notification.
Read all the Instructions carefully before commencing the Installation. Failure to follow these 
instructions may result in a fire hazard and void the warranty
For Specification See: www.warmington.co.nz
Copyright ©
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& SCREWS

WARMINGTON
SI 700 FREE STANDING
SQUARE TOP CABINET

ROOF FLASHING SYSTEM TO
COMPLY WITH E2

SEE SPECIFICATION FOR
REQUIRED BRACING / FRAMING FOR

WARMINGTON FREESTANDING FLUEKITS
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WARMINGTON
Ø200 ADD COWL
CONE & SPIDER

WARMINGTON 
Ø250/300 LINERS

Ø250 COLOURED BAFFLE
OVER Ø200 FLUE

Uses Warmington Ø200/250/300 Flue System


